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Sise Dizme ve Havali temizleme makinesi
Bottle Unscrambling and Air Cleaning Machine
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Sise Dizme ve Havali temizleme makinesi

Teknik Ozellikler

Sistem: Lineer

Calisma Prensibi: Kayisli durmaksizin
Konstriiksiyon:Sase Paslanmaz, tiim ytizeyler AISI 304
Konvey6r: 82 mm PVC Paletli, ~ 2.000 mm

Konveyoér Yiiksekligi: Standart 950 mm ( = 50 mm )
Ambalaj: Plastik (min:25 max:120mm genislik uygundur)
Sise yiikleme hacmi: 800.000 cm3

Kontrol Unitesi: Omron marka PLC Kontrol Sistemi
Elektrik Gereksinimi: 380 V, 50 Hz, 3 Faz

Enerji Tiiketimi: 2.8 kW

Hava Gereksinimi: 6-8 Bar

Hava Tiiketimi: 200 Lt/dk

Olgii ( WxLxH ): 1600x1900x2300mm

Agirhik: ~ 700 Kg

Kapasite: 4000-10000 Adet/saat (sise tipine gére degisebilir)

Ozellikler

Gelismis kolay kullanimi Omron PLC kontrol sistemi

Dokunmatik Omron marka LCD operator paneli

Cikigin dolu oldugu durumlarda durma 6zelligi

Kademesiz elektronik devir ayari

Kisa strede kolay degisim

Bakim ve servis kolayligi

15 glivenlii ve gevre temizligini saglamak igin CE normlarinda kapali muhafaza
Makine tzerinde kullanilan sensorler ( fotosel ) SICK,KYENCE

Makine tizerinde kullanilan pnématik malzemeler SMC,FESTO

Makine tizerinde kullanilan tim rediktorler Yilmaz Redtiktor'diir

Makine tzerinde Kullanilan tim 304 ve 316 paslanmaz malzemeler lisanslidir.
Yumusak baglangig ve durma 6zelligi

Mevcut riine gore otomarik regete ayarlama

Siseler arasi hizli gegis

Opsiyonel

Hava ile sige temizleme
Hepa hava temizleme filtresi
Hava Tuketimi :700 It/dk

www.elektromag.com.tr

Bottle Unscrambling and Air Cleaning Machine

Technical Specifications

System: Linear

Working System: Belt continuous

Construction: Stainless construction, all visible parts AISI 304 quality,
Conveyor: 82mm PVC conveyor belt, ~ 2.000

Conveyor Height: Standart 950 mm ( £ 50 mm )

Bottle: Plastic (min:25 max:120mm is suitable)

Bottle Loading Volume: 800.000 cm3

Control System: Omron brand PLC system

Electrical Requirements: 380 V, 50 Hz, 3 Phase

Energy Consumption: 2.8 kW

Air Requirements: 6-8 bar

Air Consumption: 200 It/min

Dimensions ( WxLxH ): 1600x1900x2300mm

Machine Weight: ~ 700 kg

Capacity: 4000-10000 bottle/hour (varies according to bottle type)

Specifications
Developped and easy usage Omron brand PLC Control system
Omron brand touchscreen LCD Operator Panel
Machine automaticly stops when exit is busy
Stepless electronic cycle adjustment
In short time changeable spare parts
Easy service and maintenance
Soft start and stop feature
Automatic prescription adjustment to the available products
Fast transition in bottle interval.
CE standarded Machine Protector for working security and keep clean the environment
All sensors SICK,KYENCE
All Pneumatics SMC,FESTO
All gear units used on the machine are Yilmaz Reducer.
All 304 ve 316 stainless steel items used on the machine are licensed.
Optional
Cleaning bottles with air
Hepa air cleaning filter
Air Consumption: 700 It/dk
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