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FERARZSE Main technical parameter
ESHTESS Model 1100BL/BLCE 1300BL/BLCE! 1500BL/BLCEY 1650BL/BLCE 1900BL/BLCEY
SRUGKIEE Max. paper size 1100 x 790(mm) 1300 x 940(mm) 1500 x 1100(mm) 1650 x 1200(mm) 1900 x 1400(mm)
SNESKIEM Min. paper size 400 % 350(mm) 470 %420(mm) 470 % 420(mm) 550 x 500(mm) 650 x 550(mm)
BAEIRST Max. die-cutting size 1070 x 770(mm) 1280 x 920(mm) 1480 x 1080(mm) 1620 % 1180(mm) 1870 x 1380(mm)
MHCHR?Z " SIFE " 3 EaeIEXEFEFRDY, RERATERSGEBDFEEFR  MHCseries INNOVATION” Semi-automatic Die Cutting Machine is equipped with front conveyor delivery ke Max. working speed 6000(s/) 5000(s/) 5000(s/) 4000(s/) 3500(s/h)
04 _EIN%E T AT AMXY MR E BiIREIRS SN2 — AEES R ERITheeE mechanism. The two groups of pressing wheels and two times positioning function will make the eSS Rated power 11kw 13.5kw 13.5kw 19.7kw 22kw
i - aars = = products more flat, and improve the accuracy and speed. The machine’s development is combined with BATHEED Max. working pressure 300(t) 300(t) 300() 300(t) 300(t)
FRENTE, RETERIINBESZEE. A™RESERINE2 RROREIERT advantages of similar products in domestic and over seas, is special equipment for packing products such NREE Machine weight 1415(t) 16117() 18119(1) 212200 29/30(0)

HALNERTHEETYR . PARINETRRE. PYRAGEEDETH. 55HN a5 cartons and paper boxes. Gripper bars with high intensity are a plicable to all kinds of cardboard, , ,
ik 4 g D £ BNRT Overalld (BL) 6200 x 4000 x 2300(mm) 6672 x 4400 x 2300(mm) 7582 x 4600 x 2300(mm) 7978 x 5000 x 2500(mm) 8218 x 5300 x 2500(mm)
FFUEYIEEEEN ZRBER. K. BREE; giEEMENENEEEHKE paperboard and corrugated paper. Frontal, back and side registration mechanism ensures great precision i e
(BLC) 7200 % 4000 x 2300(mm) 7700 x 4400 x 2300(mm) 8830 x 4600 x 2300(mm) 9337 x 5000 x 2500(mm) 9732 x 5300 x 2500(mm)

USEELRT. EESSEEaTNG; DERENSHES, SHE. EETS of die-cutting. Other parts are adopted such as intermittent mechanism with high precision, air clutch,

pneumatic locking mechanism, programmable controller and man-machine interface. The interface can (K& _E4E4IE L:paper prepared track included ZEZEEEHR W:platform included)

REHBRANAE, BFTTHRNOTIFRE. MIHKE. SEGHE; HR0SK display various digital information of machine such as working speed, amount of paper processed, total fKEAEE Scope of application E. B. C. ATIABEAE4EHR E. B. C. A and AB flute corrugated paper (1-8.5mm thickness)
R REREHRREIEESE. NBTMBHRBEEBNEREE, ETFR.  running time, etc. It is easy to eliminate troubles according to the display of trouble shooting. Transducer ' '

NS BEERBENZSINE, RENREETENASZS. is adopted to control the main motor in achieving step-less speed variation.
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