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SPINDLE SPINDLE .
Spindle speed rpm 12000 Spindle speed rpm 12000
Spindle taper size BT 40 Spindle taper size BT 40
Bearing inner diameter mm 70 Bearing inner diameter mm 70
Drive system mm Direct Drive system mm Direct
TRAVELS TRAVELS
X-axis mm 700 1000 X-axis mm 700 1000
Y-axis mm 550 6850 Y-axis mm 550 6850
Z-axis mm 470 Z-axis mm 470
A-axis deg -120°/ +10° -120°/ +30° A-axis deg -120°/ +10° -120°/ +30°
C-axis deg 360° C-axis deg 360°
Max. speed of rotary axis (C-axis) rpm 33.3 25 Max. speed of rotary axis (C-axis) rpm 33.3 25
Max. speed of titing axis (A-axis) rpm 25 12.5 Max. speed of titing axis (A-axis) rpm 25 125
Indexing resolution Deg 0.001 Indexing resolution Deg 0.001
Nax. weight on table at O degree kg 200 300 Nax. weight on table at O degree kg 200 300
Nax. weight on table at 90 degree kg 100 250 Nax. weight on table at S0 degree kg 100 250
Spindle nose to table mm 1207590 Spindle nose to table mm 1207590
TABLE TABLE
Table size mm ¢ 350 ¢ 500 Table size mm ¢ 350 ¢ 500 A
Max. swing mm o480 ¢ 730 Max. swing mm o480 o730 '—/:
Mlax. workpiece size mm $490x450 ¢ 730x450 Mlax. workpiece size mm $490x450 ¢ 730x450 ;:
T-slot size mm 12 14 T-slot size mm 12 14 =
FEED RATES FEED RATES
OX/Y/Z) Rapid traverse rate m/min a2/42/30 X/Y/Z) Rapid traverse rate m/min a2/42/30
Cutting feed rate m/min 12 Cutting feed rate m/min 12
Ball screw diameter mm a5 Ball screw diametenr mm a5
Guideway type Roller Guideway type Roller
AUTONMATIC TOOL CHANGE SYSTEM AUTONMATIC TOOL CHANGE SYSTEM
Capacity pcs 249 Capacity pcs 249
Mlax. tool weight kg 7 Mlax. tool weight kg 7
Max. tool diameter mm 80 Max. tool diameter mm 80
Max. tool diameter without adjacent tools mm 150 Max. tool diameter without adjacent tools mm 150
Nlethod of tool exchange Arm type Nlethod of tool exchange Arm type
Nax. tool length mm 300 Nax. tool length mm 300
CONTROLLER CONTROLLER
Type FANUC 18i-B Type Heidenhain i TNC530
NMotor Motor
Spindle motor power (Cont. / 30 min) KWW/ 7.5/11 Spindle motor power (Cont. / 30 min) KWW/ 7.5/11
X/ /Z Feed motor KW 3/3/4 X/ /Z Feed motor KW 3/3/4
Coolant pump (50Hz / 60Hz) kW 0.53+0.85/0.75+1.27 Coolant pump (50Hz / 60Hz) KW 0.53+0.85/0.75+1.27
OTHERS OTHERS
Air supply kg/cm2 5.5 Air supply kg/cm2 5.5
Nachine weight kg 7500 9000 Nachine weight kg 7500 9000
Machine dimension (LXWXH) m 2.7x2.2x3.2 3.0x2.2x3.2 Machine dimension (LXWXH) m 2.7x2.2x3.2 3.0x2.2x3.2
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i h z Iltermn / Model UwVI-350V5 UWVI-500V5S

FANUC Controller

FANUC 18i-VIB (Positioning S5-axis, simultaneous 4-axis)

B High toughness Meehanite cast
structure makes stable form and
keeps Iong-term accuracy. FANUC 18i-VIB5 (Simultaneous 5-axis)

FANUC 31i-A5 (Simultaneous 5-axis)

B The standard table has been
replaced with a dual-axis 5th axis control card + G 68.2 tilting working coordinate
simultaneous motion or position a Date server (128MB)
workpiece to almost any
HPCC
angle for machining. -
& The rotary table provides . . 10.4” LED monitor+manual guide i
Yy P B Non - contact laser tool setting and broken tool detection system. B Component setting and inspection touch probe.

-120 degrees to +30 — Deachable MPG

degrees of tilt on the A "1

axis and 360 degrees
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Heat exchanger for electric cabinet
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of continuous rotation

Heidenhain Controller- TNC 530 (Positioning 5-axis, simultaneous 4-axis) O O
on the C axis.
Heidenhain Controller-TNC 530 (Simultaneous 5-axis) O (@]
It accommodates parts
and fixture weighing Software option 1 e} e}
up to 200 kgs under Software option 2 @) (@)
o Travel50
350 mm of table 278 278 15” LCD monitor (@) (@]
diameter. 1 _| .
— pindle
10000rpm @] O
- 12000rpm Y °
° : p 15000rpm (@) (@)
i, e, v 40 ta indl ) ®
per spindle
High-Precision Tool Changing System
| Spindle motor power 15/ 18.5kW (solid shaft) (@) (@]
Spindle oil cooling system (@] (@]

B Tool magazine has a capacity of 24 tools, fitted with quick and accurate automatic tool

Mlachinery Accessories

Lubrication system

changing mechanism. Tool change requires only two to three secongs, which saves cutting

time and augments work efficiency.

Standard coolant pump system

PLC program design can manage a tool change for large diameter cutting tool inside the
tool magazine. = Cutter air blast

32-position tool magazine
3d2-position tool magazine [option]) Rear chip wash down
Chip conveyor & chip cart

Rear side dual chip conveyor

Spray gun

Lﬂ@]‘ Three-color work condition light
[ ]

Linear scale (Heidenhain)
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Tool setter (Renishaw,/Blurm)
Component set-up and inspection system (Renishaw,/Blurm)

Oil mist collertor
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Oil skimmenr

2-years warranty on FANUC controller

1-year warranty on ACCUWAY machine parts o

B UV Series =N UNVviSeries | | unviseries | [IENER




