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 MKB 749 D/W MKB 750 MKB 751 MKB 752 MKB 753 MKB 754 MKB 757 MKB 758 

Alimentación / 
Motor voltage 

400 V, 50 Hz 

3-phase AC 

230 V, 50 Hz 
single-phase AC 

400 V, 50 Hz 

3-phase AC 

400 V, 50 Hz 

3-phase AC 

400 V, 50 Hz 

3-phase AC 

400 V, 50 Hz 

3-phase AC 

400 V, 50 Hz 

3-phase AC 

400 V, 50 Hz 

3-phase AC 

400 V, 50 Hz 

3-phase AC 

Motor / Motor 
capacity 

1,1 kW 1,5 kW 1,5 kW 1,5 kW 2,2 kW 2,2 kW 4,0 kW 4,0 kW 

Corriente / Fuse 
protection 

16 A inert 16 A inert 16 A inert 16 A inert 16 A inert 16 A inert 16 A inert 16 A inert 

Revoluciones / 
R.p.m. 

1425/1400 rpm 1435 rpm 1435 rpm 1435 rpm 965 rpm 965 rpm 965 rpm 965 rpm 

Velocidad corte / 
Cutting speed 

17 m/sec. 17 m/sec. 22 m/sec. 22 m/sec. 22 m/sec. 22 m/sec. 22 m/sec. 22 m/sec. 

Ancho corte máx. / 
Cutting width 

190 mm 230 mm 280 mm 280 mm 400 mm 400 mm 810 mm 810 mm 

Altura corte máx. / 
Cutting height  

230 mm 270 mm 330 mm 330 mm 395 mm 400 mm 500 mm 500 mm 

Cinta / Bandsaw 
blade 

1750 x 16 mm 2170 x 16 mm 2430 x 16 mm 2430 x 16 mm 3150 x 16 mm 3150 x 16 mm 4455 x 16 mm 4455 x 16 mm 

Peso / Weight ca. 60 kg ca. 120 kg ca. 170 kg ca. 200 kg ca. 200 kg ca. 225 kg ca. 400 kg ca. 400 kg 

Dimensiones en mm / Dimensions in mm 

Versión FPS: Requiere conexión de aire comprimido (7 – 8 bar). Peso + 10 kg aprox. 
FPS versión: A compressed air connection (7 -8 bar) is required for operation. Weight + approx. 10 kg. 


