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MAIN FEATURES 

 

 The Bulkhead Fitting, also called “Through Hull” can be used in many domestic or industrial applications, 

whether on recreational boats, a reservoir or tanks for example.  

 

 Polypropylene material charged with Glass Fibre for an optimal mechanical and thermal resistance.  

 

 

 

STANDARDS & APPROVALS 

 

  

Bulkhead fitting – DN50 

 

NR320 : Certification scheme of materials and equipment for the classification of marine units  
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DIMENSIONS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

N° QTY DESCRIPTION MATERIAL 

1 1 
Body PPGF 

Body, Hosetail Version PPGF 

2 1 Flat Gasket EPDM/FPM 

3 1 Nut PPGF 

4 1 Backing Nut PPGF 

5 1 Cap PPGF 

6 1 O-ring EPDM/FPM 

7 1 Lanyard SANTOPRENE 

8 1 Ring SS 303 

 

  
 

DN A B C 
E1 

max. 

E2 

max. 
G H J K K1 L ØM ØN O P V W Hosetail 

Weight 

(g) 
Aperture Ø  

Size 

DN15 - 1/2" 12 3/8" 26 42 17 10 85 15 10 12 20 60 46 52 55 8 16 Ø12 to Ø18 60 30 

DN20 - 3/4" 17 1/2" 33 42 17 10 85 20 15 17 20 68 51 57 55 8 16 Ø19 to Ø23 75 36 

DN25 - 1" 22 3/4" 42 57 21 13 105 25 17 22 25 75 61 67 65 10 23 Ø25 to Ø28 125 43 

DN32 - 1" 1/4 30 1 " 50 57 21 13 105 32 24 30 25 85 71 77 65 10 23 Ø31 to Ø35 160 51 

DN40 - 1" 1/2 34 1" 1/4 58 57 21 13 105 40 34 34 25 90 80 87 - 12 23 Ø40 to Ø43 200 57 

DN50 - 2" 44 1" 1/2 65 57 21 13 105 51 44 44 25 105 91 97 - 12 23 Ø50 to Ø54 270 69 
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DETERMINING A PRODUCT CODE 

  BULKHEAD FITTING 

TYPE SPECIFICATION DN 
 

SEALS 

2002  - = standard 

 

00 = DN15 

01 = DN20 

02 = DN25 

03 = DN32 

04 = DN40 

05 = DN50 

BD = standard set for Hoseteail  containing :  
Hosetail Body + Flat gasket + nut + backing nut 
  

E = EPDM Seals 

V = FPM Seals 

 

2002  - = standard 

 

00 = DN15 

01 = DN20 

02 = DN25 

03 = DN32 

04 = DN40 

05 = DN50 

DE = standard set for threaded spigot containing : 
Threaded spigot body + Flat gasket + nut + backing nut + capo 
 

E = EPDM Seals 

V = FPM Seals 

 

 

 CAP 

DN SPÉCIFICATION DN 
 

JOINTS 

2002  

 

- = standard 

 

00 = DN15 

01 = DN20 

02 = DN25 

03 = DN32 

04 = DN40 

05 = DN50 

TH = Set of Threaded cap + lanyard + seal 
  

E = EPDM Seals 

V = FPM Seals 

 

 

Example : 2002-02BDV 

2002 - 02 BD V 

PPGF  

BULK FITTING 
Standard DN25 

standard set for Hoseteail  containing : 

Hosetail Body + Flat gasket + nut + backing nut 
FPM Seals 

 

Example : 2002-05THE 

2002 - 05 TH E 

CAP Standard DN50 Set of Threaded cap + lanyard + seal EPDM Seals 

 


