LLENADORA AUTOMATICA LINEAL VOLUMETRICA-SERVO
AUTOMATIC LINEAR VOLUMETRIC SERVO DRIVEN FILLING MACHINE
/1

Detergentes liquidos, Shampoo,
Aceites de Oliva o Vegetales, Mayonesas,
Salsas de tomate,Zumos, Liquidos Farmacos,etc ...

Liquid Detergents, Shampoo, Softener, Shoe Polish,
Edible Oil, Mayonnaise, Ketchup, Fresh Fruit Juice,
Liquid Yeast, Liquid Medicines, Motor Oil etc...

Vlachines
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LLENADORA AUTOMATICA LINEAL VOLUMETRICA-SERVO

AUTOMATIC LINEAR VOLUMETRIC SERVO DRIVEN FILLING MACHINE

DATOS TECNICOS:

Sistema: Lineal
Sistema de trabajo: Volumétrica

Construccidn: Acero, todas las partes visibles de la calidad AISI 304, las partes que contacta con el producto AISI 316

Transportadores: 82 mm correa PVC, 4000 mm
Transportadores Altura: Estandar 950 mm (%50 mm)

Botella: vidrio, plastico, PET, PE

Sistema de control: BECKHOFF sistema PLC

Boquilla: 4 u 8 piezas (Llenado desde abajo o de arriba)
Cilindro: 4 u 8 piezas (vidrio SCHOTT marca)

Volumen del cilindro: 250cc, 500cc, 1000cc, 2000cc

Ajuste de relleno: 50-1000 cc o 1000-2000 cc

Ajuste Peso: automético ajustable en la pantalla tactil

Tanqgue de llenado: 110 It (nivel de presidn sensible controlado)
Precision de llenado: £0,3%

Requisitos eléctricos: 380 V, 50 Hz, 3 fases

Consumo de energia: 2,5 kW

Presi6n de aire: 6-8 bar

Dimensiones (WxLxH): 1200x1500x2800 (Transportadores 4000 mm)
Peso de la maquina: -1200 kg

Capacidad: 1000 - 5800 botellas [ hora

ESPECIFICACIONES

Avanzado sistema de BECKHOFF control PLC, facil de usar

Panel de Operador Pantalla tactil LCD

Sistema CIP Automatico - limpia en marcha (con el tangue de presidn de acero AISI 316 inoxidable)
E110It tanque del llenado con control de nivel preciso,AISI 316

Para ajustar a un nuevo envase es facil de cambiar en poco tiempo

La maquina se para cuando la entrada y salida ocupado o vacio.

Propiedad de llenar desde el fondo del envase para los productos espumantes

Servicio y mantenimiento faciles.

CE estandar Protector de Maquina para la seguridad de trabajo y mantener limpio el medio ambiente.
Todos los sensores de maquina es de marca SICK o KYENCE
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Technical Specifications

System: Linear

Working System: Volumetric

Construction: Steel construction, all visible parts AISI 304 quality,
the parts which contact with the product AISI 316

Conveyor: 82mm PVC conveyor belt, ~4.000 mm

Conveyor Height: Standard 950 mm (£50 mm)

Bottle: Glass, Plastic, PET, PE

Control System: Omron brand PLC System

Nozzle: 6 or 8 parts (inside closing or diving)

Cylinder: 6 or 8 parts (SCHOTT brand glass)

Cylinder Volume: 1000 cc or 2000 cc

Filling Adjustment: 150-1000 cc or 1000-2000 cc

Weight Adjustment: Automatic adjustable on touch screen
Filling Tank: ~110 It (sensitive pressured level controlled)

Filling Accuracy: = %0,3

Electrical Requirements: 380 V, 50 Hz, 3 phase

Energy Consumption: 2,5 kW

Air Requirements: 6-8 bar

Air Consumption: 300 It/min

Dimensions (WxLxH): 1200x1500x2800 mm (conveyor ~4.000 mm)
Machine Weight: ~1200 kg

Capacity: 2000 — 4000 bottle/hour (Changeable with the liquid and bottle sample)

Specifications

Developped and easy usage Omron brand PLC Control system

Omron brand touchscreen LCD Operator Panel

Three direction Rotary Valve (suitable for food)

Automatic CIP System — Clean in place (with AISI 316 pressure controlled filling tank)
~110It Sensitive pressure level controlled liquid tank fixed over the machine (by CIP)
Easily operation and quick setting (reloading) for each different bottle parameters on
PLC control pannel

Machine stops when entry empty and exit busy

Special diving nozzle sytem for foaming (bubbling) liquids

Easy service and maintenance

Compare with mechanica system %40 more output and silent working

CE standarded Machine Protector for working security and keep clean the environment
All sensors SICK, KYENCE

All pneumatics SMC, FESTO
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