SAKMA

WE, THE LIGHT

VESTA OPTICS HALF

luminacidén industrial de altas prestaciones
High performance industrial lighting

e lluminacion para industrias e Lighting for industries
« Suspendida o como proyector e Suspended or as a projector 14° 30° 60° o7° 29x105°
«  Gran eficiencia, 124 Im/W » Greatefficiency, from 120 to 125 Tunable

- 2700K 5000 K
A o /W White
« Diversas 6pticas

. S « Various optics
« Fuente de alimentacion incorporada

o remota e Built-in power supply or remote
power supply
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DESCRIPCION | DESCRIPTION

VESTA OPTICS HALF

VESTA OPTICS HALF es una luminaria industrial
dentro de la gama High-Bay o campanas industriales,
disefnada y fabricada por SAKMA.

Puede ser suspendida o funcionar como proyector ya
gue como accesorio puede incorporar lira.

ldéneo para naves industriales o pabellones deportivos
entre otras aplicaciones. Las o6pticas que instala
le permiten adecuarse prdcticamente a cualquier
situacion.

VESTA OPTICS HALF is an industrial luminaire within
the High-Bay range or industrial bells, igned and
manufactured by SAKMA

de

[t can be suspended or work as a
Ory can incorporate lyre

DT'OJ%C or since as an

accessc
Ideal for industrial buildings or sports halls, among other
applications. The optics that it installs allow it to adapt
practically to any situation

CARACTERISTICAS TECNICAS | TECHNICAL SPECIFICATIONS

Vesta Optics Half White

Referencia Voltaje Potencia Frecuencia | fd.p Temp. color | CRI Flujo Eficiencia Angulo Cantidad Regulacién
Reference Voltage Power Frecuency PIE Color temp. Flux Efficiency Beam Numbe Dimmer
V AC W Hz K Im Im/W °
14
30 0 ~10V
LDQ- 230 100 50 ~60 >0,95 5000 >70 12400 124 60 48 PWM
29x105 DALI
97
Vesta Optics Half Tunable White
Referencia Voltaje Potencia Frecuencia | fd.p Temp. color | CRI Flujo Eficiencia Angulo Cantidad Regulacion
Reference /oltage Power Frecuency PF Color temp. lux fficiency 3eam Number Dimmer
V AC W Hz K Im Im/W ° LED
Tunable ;?)
LDQ- 230 50 50 ~ 60 >095 Wwhite >80 5150 103 60 48 DMX 512/
2700 ~ max RDM
29x105
5000 97
Vesta Optics Half RGB + White
Referencia Voltaje Potencia Frecuencia | fd.p Temp. color | CRI Color Flujo Angulo Cantidad Regulacién
Reference Voltage Power Frecuency PF Color temp. Color Flux 5 Number Dimmer
VAC W Hz K nm Im LED
14
R: 1755
R: 623 30
LDQ- 230 100 50-60 | 095 | w:5000 | >80 G 525 ©:2100 60 48 DMX 512/
B: 595 RDM
B: 460 X 29x105
W: 2850 97
CARACTERISTICAS FISICAS | PHISICAL SPECIFICATIONS
Referencia Proteccidn Orientacion Temp. trabajo Temp. stock Dimensiones Peso
Reference Protection Orientation Nork temp. S k temp Dimensions Weigh
° “C “C mm kg
LDQ-
White P65
LDQ- i *
AR variable 20 ~ +45 30~ +60 180x300x153 7
IP20
LDQ-
RGB + White
Referencia Disipacion Radiador Chasis fuente alimentacion Acabado
Reference Disipation Radiato Power supply chasis Finish
LDQ- Pasiva Aluminio anodizado Acer inoxidable 316 Negro y gris
Passive ANo a K stainless steel Black and grey
Otras temperaturas de color y CRI bajo pedido | Different colour temperat ind CRI ur req
* Opcional | Optional

SAKMA se reserva el derecho de realizar cualquier cambio sin previo aviso. © SAKMA Electronica Industrial. f

SAKMA rves th o modify at any time without notice © SAKMA
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4 VESTA OPTICS HALF

FOTOMETRIA | PHOTOMETRY

14° 30° 60°

105° 105° 105° 105° 105° 105°
90° 90° 90° 90° 90° 90°
750 750 750 750 750 750
4000 400
60° 60° 60° 60° 60° / 60°
6000 600
45° 8000 45° 45° 45° 45° 800 45°
12000 3000 1200
30° 150 0 150 30° 30° 150 0 150 30° 30° 150 0 150 30°
cd/kim cd/kim cd/kim
C0-C180 ——C90-C270 C0-C180 — C90-C270 C0-C180 — €90 - C270
° o
29x105 97
105° 105° 1050 105°
90° 90° 90° 90°
750 ¢ \( 750 750 75
/ R
& \
/
60° i 60° 60° 60°
/
/ 200
;‘ |
o \ o 45° 45
45¢ \ 45 300
N // =
5 P 3
/ 400
300 150 0 150 300 30° 15° 0 150 300
cd/kim
—Cd/klrgn -C180 ——C90-C270 C0-C1e0 ——C90-C270

DIMENSIONES | DIMENSIONS mm
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SAKMA se reserva el derecho de realizar cualquier cambio sin previo aviso. © SAKMA Electronica Industrial. FT
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CONEXIONES |

VESTA OPTICS HALF

Fuente de alimentacién incorporada | Built-in power supply

Esquema | Diagram ON/OFF Esquema | Diagram Dimmable

VESTA OPTICS N VESTA OPTICS
N L-——
i:iii'i— T oM.
DIM -
r
|1, Additive voltage - 1-10
Lﬁ} {Suitable for PIR motion sensor and Light sensor]
"
NMH - Additive PWM signal
L1
I
sl
‘%P Additive resistance - 10 KQ (10%) to 100 KQ (100%)
e
Fuente de alimentacién remota | Remote power supply
+-- — TA OPTI I VESTA OPTICS
N IN POWER SUPPLY ouT I N IN POWER SUPPLY ouT g
Lo VA voe 777:D]: Lo v AC voc || 777:D]:

Provided by Included conne

Gl
rovided by Included connector \%h Additive voltage - 1-10 V

ther L1 (Suitable for PIR motion sensor and Light sensor) others (male and female) with
=i srotection
MNH Additive PWM signa
L,J}
|
[ LAl
| H Additive resistance - 10 KQ {10%) to 100 KQ (100%)
L

ACCESORIOS |

Conectores | Connectors

o o> @

CM2 CH2 CM5 CHS5
Referencia Imagen Articulo Descripcién
Ref Imc tem Description
CON-THB.387A2A CcM2 Con.ﬁ?tcf,r;, C?n‘e?toT TO,?h?Q,p'n ‘pégu 68
CON-THB.38782A CH2 C??r??tor’ 9?”‘eqorbembr‘q ‘QUD'n ‘WPG, R
C 1€ > C EC1C n er {ele)
CON-THB.387.A5A cMs ?O”’?Cto" Sf”‘?Ctof mOCh“’f pf”"P6E‘3‘ o
CON-THB.38785A cHs Conector conecter hembroSpin P68 -
ADJ-COB-NNN-NNN-7NN | CM2+ CH2 | Kit “ ?O},nfc,t?t nembray conectormacho 2 pin P8 y manguera 1000mm
¢ € ] °68 1d ¢ 00 mm
ADJ-COZ-NNN-NNN-7NN CMS + CHS Kit :f\t So}h‘?cFOf hembr(i ‘y c‘oneﬁt‘t‘)r n:nc:c‘ho‘g p\‘n ‘IE6‘8‘v”m/Qhrgrur\ero‘W“OOOmm
N ) COfr eClo = ale ae ( 0o dNa cap 09
ADQ-LI2-NNN-NNN-NNN | sVB ?9?0@‘@ #Ir‘o sujecion \/e‘st‘o/gy‘at‘\c‘s HIf

SAKMA se reserva el derecho de realizar cualquier cambio sin previo aviso. © SAKMA Electronica Industrial.
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