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O Display: 12,1" colori TFT - retroilluminazione LED. O Display: 15" colori TFT - retroilluminazione LED.

O Risoluzione: TFT SVGA 800 x 600. O Risoluzione: TFT XGA 1024 x 768.

O Processore: AMD Mobile Dual Core 1,5 GHz o superiore. © Processore: AMD Mobile Dual Core 1,5 GHz o superiore.
O Memoria di massa: Hard Disk Stato Solido (Intel SSD) o © Memoria di massa: Hard Disk Stato Solido (Intel SSD) o

Compact Flash. Compact Flash.
O USB: N. 5 parte di cui una frontale. O USB: N. 5 porte di cui una frontale.
O Ethernet: N. 2 LAN 10/100/1000 (RJ45) integrate. O Ethernet: N. 2 LAN 10/100/1000 (RJ45) integrate.
O Alimentazione: 24 Vdc (60W). O Alimentazione: 24 Vdc (6BOW).
O Dimensioni: 354 x 292 x 75 (L x H x P). O Dimensioni: 415 x 338 x 75 (L x H x P).

Display: 12,1" TFT colors - LED backlight.
Resolution: TFT SVGA 800 x 600.

Display: 15" TFT colors - LED backlight.

Resolution: TFT XGA 1024 x 768.

CPU: AMD Mobile Dual Core 1,5 GHz or higher. CPU: AMD Moabile Dual Core 1,5 GHz or higher.
Memory: Solid State Hard Disk (Intel SSD) or Memory: Solid State Hard Disk (Intel SSD) or
Compact Flash. Compact Flash.

USB: N. 5 lines one of which is frontal. USB: N. 5 lines one of which is frontal.

Ethernet: N. 2 LAN 10/100/1000 (RJ45) integrated. Ethernet: N. 2 LAN 10/100/1000 (RJ45) integrated.
Power supply: 24 Vdc (60W]). Power supply: 24 Vdc (60W).

Dimensions: 354 x 292 x 75 (W x H x D). Dimensions: 415 x 338 x 75 (W x H x D).

s3.08] =y

53.00

" 41.00 2

© Optional

O Touch screen. ¢ Touch screen.
O Tastiera in configurazione orizzontale o verticale. ¢ Horizontal or vertical keyboard.
O CD slim. e CD slim.
O Alimentatore rete su guida DIN: ¢ DIN rail power supply:
230Vac / 24Vdc - 2,5A (B0W). 230Vac / 24Vdc - 2,5A (B0W).
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