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Cucharones barredora - Serie MVR

Broom buckets - MVR series
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Caracteristicas

A Version estandar A Soporte apoyo eje cepillos para cambio de
Standard model cepillos - opcién
Bracket support for the brush shaft for brushes
charge - option

A \Version con sistema de riego y soporte de depdsito - opcidn
Model with sprinkler system and tank support - option
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A Version con sistema de cepillo lateral y sistema de riego con so
Model with side sweeper system and sprinkler system with tank support - option
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Caracteristicas

Generales series MVR

Generals MVR series
El cuchardn barredora sirve, entre otras aplicaciones, para barrer y recoger materiales. También
se utiliza para su carga y distribucion (relleno con arena de juntas y vetas, distribucion de martillo,etc).
Muy recomendable para trabajos en obras publicas, construccion, industria y jardineria.

The broom bucket serves as a collector for different materials. It is also used for charging and
distributing them (fill sand in joints and seams, distribute sand, etc). It is very recommended for jobs
in public works, building, industry and gardening.

s SRR 3 £ b AN AN
A Sistema de cepillo lateral - opcidn
Side sweeper system - option

A Tapa acceso motor hidraulico ASistema regulacion cepillo central
Cover to accede to the hydraulic motor Adjusting system for the central brush
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A Cuchila atomillada de doble usoyofra soldda A Discos cepillo central y cepillo lateral
Bolted blade of dual-use and other welded Discs central brush and side sweeper
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Caracteristicas
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A Sencilla y rapidamente acoplable a una gran cantidad de maquinas.
Easily and quickly attached to different machines.

Especificaciones Técnicas
Technical features

Modelos, datos técnicos e ilustraciones sujetas a cambios sin previo aviso. Models, specifications and illustrations are subject to change without notice.

Modelo Ancho barrido @ Cegpillo central Capacidad recojedor

(mm) (mm) (L) (Kg)
MVR2000 2000 600 620 650
MVR2185 2185 600 675 705
MVR2350 2350 600 730 755
MVR2500 2500 600 s 790
MVR2750 2750 600 855 865

ce
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