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Caracteristicas

Serie U T . SerielU

A A: Dispositivo de interrupcidon - Shut off valve / B: Aro centrador - Centering ring

A Cucharones frontales hidraulicos, para distribuir materiales, muy adecuados para rellenar zanjas, de forma
eficaz y econdmica, con hormigodn, arena o grava. Se utilizan, entre otras aplicaciones, para la proteccion
de los cables de servicios publicos con una capa de arena y la distribucién efectiva de grava por debajo de
las tuberias de desagiie. Se les puede instalar un dispositivo para evitar un vertido excesivo del material
mientras los esta distribuyendo. También se les puede incorporar un dispositivo para centrar el sinfin
distribuidor del material.
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A Hydraulic front buckets, to distribute materials, very suitable for filling trenches, efficiently and
economically, with concrete, sand or gravel. They are used, among other applications, for the
protection of utility cables with a layer of sand and the effective distribution of gravel below the drain
pipes.A device can be installed to prevent excessive spillage of the material while it is being distributed.
You can also incorporate a device to center the endless distributor of the material.
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Caracteristicas

CITIC

e a— A
‘ 4

e »

=) / | ]E
(0o N 4 00« Oe¢

A Sencilla y rapidamente acoplable a una gran cantidad de maquinas.
Easily and quickly attached to different machines.

Especificaciones Técnicas
Technical features

Modelo L LT Capacidad (%) Peso

(mm) (mm) (LSAE) (mm) | (Kg)(*)
DB.1100S | 1100 1500 300 200 | 210
DB.1250S | 1250 1650 345 200 | 215
DB.1400S | 1400 1800 385 200 | 235
DB.1500S | 1500 1900 410 200 | 240
DB.1600S | 1600 | 2000 445 200 | 260
DB.1750S | 1750 | 2150 480 200 | 280
DB.1500U | 1500 1900 590 300
DB.1750U | 1750 | 2150 615 300
DB.2000U | 2000 | 2400 700 300
DB.2250U | 2250 | 2650 785 300 | 650

ce

- Descarga por la derecha o por la izquierda segun eleccion.

- Download by right or left side according to choice.

- Download von rechts oder links nach wahl.

- Télécharger par la droite ou la gauche selon I'option choisie.

(*) - Peso del acoplamiento no incluido.
- Adaptor frame’s weight not included.
- Autnahme nicht einbegriffen.
- Poids tablier d’adaptation no inclus.

- Opciones / Options:

Modelos, datos técnicos e ilustraciones sujetas a cambios sin previo aviso. Models, specifications and illustrations are subject to change without notice.

Dispositivo de interrupcion / Close off valve Aro centrador / Centering ring
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