












TC series specifications

※  B series is with bigger spindle bore. 
※ Working length / spindle speed will be effected when spindle and chuck are different.
※ L&W Machine Tools, Inc. reserves the right to alter any mechanical specification without prior notice.

MODEL UNIT TC-3508 
TC-3508B

TC-3515 
TC-3515B

TC-3523 
TC-3523B

TC-3530 
TC-3530B

TC-4008 
TC-4008B

TC-4015 
TC-4015B

TC-4023 
TC-4023B

TC-4030 
TC-4030B TC-4512 TC-4517 TC-4522 TC-4532

Capacity

Swing over bed mm(in) Ø660 (25.98") Ø850 (33.45") Ø970 (38.1")

Swing over cross slide mm(in) Ø480 (18.9") Ø640 (25.19") Ø720 (28.3")

Max turning diameter mm(in) Ø500 (19.68") Ø720 (28.34") Ø850 (33.4")

Working length mm(in)
  820 (32.28)                   
790 (31.10) 

1580 (62.20)           
1550 (61.02)

2340 (92.12)   
2310 (90.94)

3100 (122.04)  
3070 (120.86)

 820 (32.28)                  
790 (31.10) 

1580 (62.20)           
1550 (61.02)

2340 (92.12)   
2310 (90.94)

3100 (122.04)  
3070 (120.86)

1200 (47.2) 1700 (66.1) 2200 (86.6) 3200 (126)

Spindle

 TC-35 series TC-35-B series  TC-40 series TC-40-B series

Spindle nose ISO A2-8 A2-11 A2-8 A2-11 std:A2-11 / opt: A2-15 ,  A2-20

Spindle bore mm(in) Ø102(4) Ø165(6.5) Ø102(4) Ø165(6.5)
std: Ø155 (6'')  

opt:A2-15: Ø228 (9'') /A2-20: Ø305 (12''), Ø355 (14'')

Bar capacity mm(in) Ø89(3.5) Ø116(4.56) Ø89(3.5) Ø116(4.56) A2-11:Ø115 (4.5''),  A2-15:135 (5''), A2-20: Ø205 (8'') 

Spindle speed 
(with zf gear box)

rpm
H: 2500                                         
L:625

H: 1650                                         
L:625

H: 2500                                         
L:625

H: 1650                                         
L:625

Spindle speed range depends on chuck size

Chuck Chuck size mm(in) std: 12"/opt: 15" std. 15"/ opt. 18" std: 12"/opt: 15" std. 15"/ opt. 18"
Without  ( optional )

450 (18")、610 (24")、810 (32" )

Turret

Station station std. 10/ opt. 12 std. 10/ opt. 12 std. 10/ opt. 12 std. 10/ opt. 12 12

O.D. Tooling mm(in) std. 32 (1.25)  / opt. 25 (1) std. 32 (1.25)  / opt. 25 (1) std. 32 (1.25)  / opt. 25 (1) std. 32 (1.25)  / opt. 25 (1) □ 32 (1.25)

I.D. Tooling mm(in) Ø50 (2) Ø50 (2) Ø50 (2) Ø50 (2) Ø50 (2)

X/Z Axis

X axis travel mm(in) 250+25 (9.84+1) 360+25 (14.17 + 1) 425+25 (16.7+1)

Z axis travel mm(in)
885 (34.84)  
855 (33.66)

1645 (64.76)               
1615 (63.58)

2405 (94.68)           
2375 (93.50)

3165 (124.60)    
3135 (123.42)

885 (34.84)  
855 (33.66)

1645 (64.76)               
1615 (63.58)

2405 (94.68)           
2375 (93.50)

3165 (124.60)    
3135 (123.42)

1250 (49.21) 1750 (68.89) 2250 (88.58) 3250 (127.95)

X axis rapid  traverse speed m/min 12 12 12

Z axis rapid traverse speed m/min 15 15 16

Cutting feed rate mm/min 0.001 ～ 500 0.001 ～ 500 0.001 ～ 500

Motor

Spindle (cont.) kW(HP)
α22i

22(29.5)
α22i

22(29.5)
α30i

30 (40)

Spindle(30 min.) kW(HP) 26(34.9) 26(34.9) 37 (49)

X axis kW(HP) α22Bi- 4(5.3) α22Bi- 4(5.3) α22Bi- 4 (5.3)

Z axis kW(HP) α22i- 4(5.3) α22i- 4(5.3) α30i- 7 (9.3)

Hydraulic pump kW(HP) 2.2(3) 2.2(3) 3.75 (5)

Coolant pump kW(HP) 0.75(1) 0.75(1) 0.75 (1)

Tailstock

Type - std: manual / opt.: programmable std: manual / opt.: programmable Programmable

Trailstock stravel mm(in) 780 (30.7) 1540 (60.62) 2300 (90.55) 3060 (120.47) 780 (30.7) 1540 (60.62) 2300 (90.55) 3060 (120.47) 850 (33.4") 1450 (57") 1950 (76.7") 2950 (116.1")

Quill type - std. stable std. stable Std:stable , Opt:revolve

Quill stroke mm(in) 100 (3.94) 100 (3.94) 200 (7.8)

Quill dia. mm(in) Ø110 (4.33) Ø110 (4.33) Ø200 (7.8)

Taper of center MT NO.5 NO.5 for dead quill / NO.4 for live quill NO.6

Tank Capacity
Hydraulic Litres 80 80 80

Coolant tank Litres 140 200 260 320 140 200 260 320 230 265 295 360

Dimension
L x w x h mm(in)

5304×2130×2235 6064×2130×2235 6824×2130×2235 7584×2130×2235 5304×2130×2235 6064×2130×2235 6824×2130×2235 7584×2130×2235 6160×2230×2445 6660×2230×2445 7160×2230×2445 8160×2230×2445

208.81×83.85×88 238.74×83.85×88 268.66×83.85×88 298.58×83.85×88 208.81×83.85×88 238.74×83.85×88 268.66×83.85×88 298.58×83.85×88 242.5×87.7×96.2 262.2×87.7×96.2 281.8×87.8×96.2 321×87.7×96.2

Nw/gw kgs 8870/9550 11300/12300 13700/15700 16000/18000 to be advised 14200/15000 14950/15850 15700/16700 17200/18400
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