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GRIFERÍA DE EMERGENCIA
EMERGENCY SHOWER AND EYES-WASHING
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GRIFERÍA DE EMERGENCIA / EMERGENCY SHOWER AND EYES-WASHING

Ref. 1721
Ducha Manual de Emergencia y Lava-Ojos
• Columna de ducha anti-cal en latón cromado. Descarga automática
   de 120 l/min. a 1 bar.
• Lava-ojos en ABS de alta resistencia y metacrilato anti UV.
   Reductor automático de caudal para obtener un suministro constante
   de 11 l/min. Con presiones entre 1 y 9 bar. Apertura a pedal y palanca manual.

Manual Emergency Shower and Eyes-Washing
• Anti-scale shower in chrome-plated brass. Automatic drain
   of 120 l/min. at 1 bar.
• Eyes-washing in high resistance ABS and anti-UV methacrylate.
   Automatic flow-rate reducer to get a constant supply of 11 l/min.
   under pressures from 1 to 9 bars. Footboard and manually opening.

Ref.

1721 07 2170 715 95 160 780

Dimensiones / Dimensions (mm.)
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Ref. 1723
Lava-Ojos para Montaje a Pared
• Lava-ojos en ABS de alta resistencia y metacrilato anti UV con soporte
   en acero inoxidable. 
• Reductor automático de caudal para obtener un suministro constante
   de 11 l/min. Con presiones entre 1 y 9 bar.
• Apertura manual.

Wall Mounted Eyes-Washing
• Eyes-washing in high resistance ABS and anti-UV methacrylate with stainless
   steel support.
• Automatic flow-rate reducer to get a constant supply of 11 l/min.
   under pressures from 1 to 9 bars. Footboard and manually opening.
• Manual opening.

Ref.

1723 07 185 180 100 300 130

Dimensiones / Dimensions (mm.)

a b c d e

Ref. 1722
Lava-Ojos para Montaje a Suelo
• Lava-ojos en ABS de alta resistencia y metacrilato anti UV con soporte
   en acero inoxidable. 
• Reductor automático de caudal para obtener un suministro constante de 11 l/min.
   con presiones entre 1 y 9 bar.
• Apertura manual. 

Floor Mounted Eyes-Washing
• Eyes-washing in high resistance ABS and anti-UV methacrylate with stainless
   steel support
• Automatic flow-rate reducer to get a constant supply of 11 l/min.
   under pressures from 1 to 9 bars. Footboard and manually opening.
• Manual opening.

Ref.

1722 07 1050 180 300 125

Dimensiones / Dimensions (mm.)

a b c d
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