
As the production of D-53M is discontinued, the successor model will be D-53M2 

from your forthcoming order.

The tension system of D-53M2 is Torque Tension.

The main difference of D-53M2 and D-53M is as follows.

1) Adjustable Table Height

D-53M : 3 Steps (732, 642, and 552mm)

D-53M2 : 2 Steps (732 and 642mm)

2) Machine Weight

D-53M : 90kg

D-53M2 : 75kg

Improvement :

D-53M2

Concerning the Parts of D-53M and

D-53M2, there is no interchangeability.

D-53M2 Picture

Further, there is the difference on Block

structure as explained the above.

The Press Blocks of D-53M is the

Cylindrical shape whereas the Press

Block of D-53M2 is Square shapes.

Thus the block goes up straight

without turning, i.e., the sharpness of

Cutter does not ruined.
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Sealing Point

OVERALL WIDTH
全　　　  　幅

OVERALL HEIGHT
全　　　  　高

TABLE TOP HEIGHT
テ ー ブ ル 高

OVERALL DEPTH
奥　　　　　行

MACHINE WEIGHT
機　械　重　量

MIN.PACKAGE SIZE
最小梱包可能寸法

MAX.PACKAGE WEIGHT
最大梱包可能重量

STRAP　COIL
使用バンド幅

POWER SUPPLY
電　　　　　源

6,9,12,15.5mm

Quick Feeder

  MACHINE DIMENSIONS
梱　包　機　仕　様

MODEL
機　  　　　種 D-53M2

1078mm

621mm

W 30 X H 80 mm

30kg

1φ100v,110v,115v,120v
1φ200v,220v,230v,240v
50/60Hz　0.4KVA

1493mm

642mm、732mm

75kg

折原
ORIHARA

D-53M2 外形寸法図

DESCRIPTION名称
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TRIGONOMETRY
第３角法
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D-53M2

CORRECTIONS
訂正記事 担当

SIGN
訂正月日承認

DATESIGNMARK
記号


