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PRODUCT
LINE CARD

FILTERS__________________________
EMI Filters
Surface Mount Bulkhead
High Current MIL/Space

Noise Filters

Low Pass Filters

Ceramic Filters

SAW Filters

Filtered Arrays

Optical Low Pass

PIEZOELECTRIC DEVICES____________
Telephone Ringer/External Drive

External Drive/Self-Oscillating

Shock Sensor

Actuator

TIMING PRODUCTS________________
Oscillators

Crystals

Resonators



Leaded Tantalum Capacitors
Wet Tantalum
Radial Leaded

Niobium Oxide / OxiCap®

Low ESR
COTS Plus
Multianode

RF PRODUCTS______________________
Inductors – Thin-Film

Filters
Band Pass Custom
Low Pass EMI

Passive Miniaturized Components

Couplers
3dB 3dB 90°
High Directivity Splitter/Combiner

Capacitors
Microwave Medium Power
Single Layer Tight Tolerance/Thin-Film
High Power RF Capacitors
Broadband DC Block

ENERGY HARVESTING________________
Film Capacitors
Surface Mount Film Capacitors
Medium Power Film
High Power Film

Ceramic Capacitors
Molded Ceramic
Stacked Ceramic

Tantalum Capacitors
Multi-Anode (low ESR)
Stacked Capacitors

Pulse Power Supercap
BestCap®

CIRCUIT PROTECTION_______________
MLV Transient Voltage Suppressors
Varistors
Multi-element Varistors
Varistor Feedthroughs
Application Specific Varistors

AntennaGuard High Temperature
USB Series Sub pF
CAN Series Low Leakage
StaticGuard Maxcap
Automotive Series Capguard
Medium Power Varistors

Thermistors
Negative Temperature Compensation

Leaded
Surface Mount

Fuses – Thin-Film

CONNECTORS_____________________
LED/Solid State Lighting
Wire to Board
Board to Board
End Cap

Board to Board 
DIN 41612 2-Piece 
Compression Low Profile 1-Piece
Microleaf/Fine Pitch 2-Piece

FFC/FPC 
ZIF/LIF

Automotive
Custom connectors/modules
Pressfit 
Insulation Displacement

Portable Devices
Battery 
SIM
Memory Products
Speaker/Microphone
I/O

CERAMIC CAPACITORS_______________
Surface Mount Multilayer Ceramic
Capacitors
Automotive HiCV
MIL/Cots+/Space High Temperature
CDR/High Reliability Array
Flexiterm® Tip and Ring
FlexisafeTM Low Distortion
Ultrathin Gold Terminated
Tin/Lead Tin/Lead w Flexiterm®

Switch Mode Power Supply 
Capacitors (SMPS)
MIL/Space High Temp 
Leaded High Voltage
TurboCapTM

Leaded Multilayer Ceramic Capacitors
Axial High Voltage
Radial MIL/Space/High Reliability
2-Pin Dip

High Voltage
Surface Mount Flexiterm®

Leaded MIL

Glass Capacitor

LOW INDUCTANCE /
SIGNAL INTEGRITY__________________

Reverse Geometry

Interdigitated

Ultra Low Inductance 

CoreCap® Hybrid Niobium Oxide - MLCC

Low Inductance Array

TANTALUM CAPACITORS_____________
Surface Mount Tantalum Capacitors
Low ESR High Temp (THJ)
CWR Established Reliability
Polymer TACmicrochip®

Fused Tin/Lead


