
Thermal Management Solutions

OpTIM™ Phase Change Thermal Interface Materials

Product 
Description Color Thickness Range [inch/

(mm)]

Thermal 
Conductivity

[W/mK]

Phase Change 
Temperatrue range 

[ ]℃

Operation 
Temperature 

[ ]℃

Halogen-Free
[<700ppm] Sample

OC-800 White 0.005(0.127)~0.020(0.500) 2.5 50 ~65℃ ℃ -40 ~130℃ ℃ Yes  

      OC-7300 Grey 0.005(0.127)~0.020(0.500) 4.0 50 ~65℃ ℃ -40 ~130℃ ℃ Yes  

        

OpTIM™ Thermally Conductive Gap Pad/Fillers
Product 

Description Color Thickness Range [inch/
(mm)]

Thermal 
Conductivity

[W/mK]

Hardness
[Shore 00]

Operation 
Temperature 

[℃]

Halogen-Free
[<700ppm] Sample

      OP-8100 Blue 0.01"(0.25)~0.20"(5.0) 1.2 60 -40℃~200℃ Yes  

     OP-8200 Light-Grey 0.01"(0.25)~0.20"(5.0) 1.5 60 -40℃~200℃ Yes  

     OP-8300 Sky-Blue 0.02"(0.5)~0.20"(5.0) 1.5 25 -40℃~200℃ Yes  

     OP-8400 Pink 0.02"(0.5)~0.20"(5.0) 2.5 40 -40℃~200℃ Yes  

     OP-8500 Violet 0.02"(0.5)~0.20"(5.0) 3.0 40 -40℃~200℃ Yes  

     OP-8600 Pink 0.02"(0.5)~0.20"(5.0) 3.2 45 -40℃~200℃ Yes  

     OP-8700 White 0.02"(0.5)~0.20"(5.0) 3.2 45 -40℃~200℃ Yes  

     OP-8800 Yellow 0.02"(0.5)~0.20"(5.0) 6.0 70 -40℃~200℃ Yes  

     OP-9500 Grey 0.02"(0.5)~0.12"(3.0) 14.0 50 -40℃~200℃ Yes  

        

OpTIM™ Thermally Conductive Insulators
Product 

Description Color Thickness Range [inch/
(mm)]

Thermal 
Conductivity

[W/mK]

Hardness
[Shore 00]

Operation 
Temperature 

[℃]

Halogen-Free
[<700ppm] Sample

OI-2000 White 0.01"(0.25)~0.03"(0.76) 5.0 80 -40℃~200℃ Yes  

        

OpTIM™Thermally Conductive Grease
Product 

Description Color Coverage Area [cm2/g)]
Thermal 

Conductivity
[W/mK]

Density
[g/cm3]

Operation 
Temperature 

[℃]

Halogen-Free
[<700ppm] Sample

OG-870 Grey 66.3 7.0 1.98 -40℃~160℃ Yes  

OG-880 White 98.9 5.5 1.26 -40℃~160℃ Yes
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Specifications and appearances may change without notice. All statements, technical information and recommendations herein are based on tests that we believed to be reliable, but the accuracy and completeness are not guaranteed. Before  
using, user should determine the suitability of the product for its intended use, and the user assumes all risks and liabilities whatsoever in connection therewith. Neither the seller nor the manufacturer shall be liable for any loss or damage, direct, 
incidental or consequential, including loss of profits or revenues arising from the use or inability to use the product. Any statements or recommendations shall have no effect unless contained in an agreement signed by authorized personnel of the  
seller and manufacturer.


