
CHEMOPAL 50 ∙  EN 
CHEMOPAL 50 ∙  EN 1

 CHEMOPAL

CHEMICAL HOSE CHEMOPAL
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Hose 
Size

Part 
Number

≈ kg / m  in.  mm  mm bar bar bar mm ≈ m Form T

0,4 1⁄2" 13 22

16 25 –

70

40 D

CHEMOPAL oW 13

: 

Chemical hose CHEMOPAL for alkalis, acids, acetates, aldehy-
des, amines, esters, ethers and ketones. 
Not suitable for aliphatic, aromatic, halogenated hydrocarbons 
and their derivates. 
Temperature range (depending on medium) - 40° bis + 90° C). 
Steaming out for cleaning and sterilisation permissible up to 
150° C / max. 30 min (open ends). Meets EN 12115.

Lining :  CIIR ( Chlorobutyl rubber ), black, smooth, 
electrically conductive, diffusion resistant

Reinforcements :  Textile braids, form SD additionally with gal-
vanised steel helix

Cover :  CR ( Chloroprene ), electrically conductive, 
ozone- and UV-resistant

0,5 5⁄8" 16 26 80 CHEMOPAL oW 16

0,6 3⁄4" 19 31 100 CHEMOPAL oW 19

0,8 1" 25 37 150 CHEMOPAL oW 25

1,0 1¼" 32 44 175 ( CHEMOPAL oW 32 )

1,2 1½" 38 51 200 ( CHEMOPAL oW 38 )

2,0 2" 50 66 250 ( CHEMOPAL oW 50 )

1,0 1" 25 37

16 25 0,9

90

40 SD

CHEMOPAL mW 25

1,2 1¼" 32 44 100 CHEMOPAL mW 32

1,4 1½" 38 51 110 CHEMOPAL mW 38

2,1 2" 50 66 140 CHEMOPAL mW 50

2,7 2½" 63 79 180 ( CHEMOPAL mW 63 )

3,3 3" 75 91

0,8

200 CHEMOPAL mW 75

4,7 4" 100 116 400 ( CHEMOPAL mW 100 )

9,8 6" 150 172 10 16 800 30 ( CHEMOPAL mW 150 )

: 

ELAFLEX CHEMOPAL 25  · EN 12115 · CIIR · SD · Ω/T  · PN 16 · · CONTITECH · MADE IN GERMANY · 2Q-15

Application : Highly flexible hose for more than 75 % of all industrial chemicals. Limits 
 regarding medium, concentration, temperature see resistance chart PAL hoses. Electrically 
conductive connection via lining or cover without metallic contact.

Marking: Magenta-black-magenta coloured spiral + abrasion resistant continuous embossing.

CHEMOPAL 25 ∙  EN 121
CHEMOPAL 25 ∙  EN 121

ELAFLEX CHEMOPAL 50  ∙  EN 12115  ∙  CIIR  ∙  SD  ∙  Ω/T  ∙  PN 16   ∙ ∙  CONTITECH  ∙  MADE IN GERMANY  ∙  2Q-15

ELAFLEX CHEMOPAL 50  ∙  EN 12115  ∙  CIIR  ∙  SD  ∙  Ω/T  ∙  PN 16   ∙ ∙  CONTITECH  ∙  MADE IN GERMANY  ∙  2Q-15

Type 
CHEMOPAL®

Ω/T

PAL 09

2015
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 MX ... SS
 VC ... SS

 FFC ... SS
 FFX ... SS

 DDC-M Form A
 DDC-M Form B
 DDC-M Form C

T  RMC ... SS
 RMX ... SS

 RVC ... SS
 RVX ... SS

 AMKC ... SS
 AMKX ... SS

 AVKC ... SS
 AVKX ... SS

 STKC ... SS
 STKX ... SS

 GSKC ... SS
 GSKX ... SS

 MKC ... SS
 MKX ... SS

 VKC ... SS
 VKX ... SS

 SFC ... SS/SS
 SFX ... SS/SS

SPANNLOC

SPANNFIX

PAL 10

Hose couplings with Spannloc or Spannfix clamps : see ELAFLEX 
catalogue, sections 2 and 3.


